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Product description 
Fitherm VT is a ceramic roll/sheet material with embedded exfoliative vermiculite. When exposed to fire 

Fitherm VT expands to build a light-weight and heat-insulating fibre mat, closes the gaps protects the 

constructions in the surroundings. As a fire glazing tape Fitherm VT has excellent thermal insulation and 

protects the glass edge properly. Fitherm VT is especially suitable for heat non-insulated fire glazing 

systems (E or EW class) to reach high fire-ratings over 60 minutes. By expansion Fitherm VT exerts 

pressure on the glass edges perpendicular to the glass surface and helps to avoid sagging of the glass 

pane at high temperatures, when the glass begins to soften. Fitherm VT contains a small percentage of 

organic binder and has a normal combustible classification (class E). 

 

Technical data 

Combustibility:   normal combustible, class E 

Density:     600-650 kg/m3  

Color:    yellowish with embedded brown particles  

Expansion temperature: approx. 400°C 

Expansion Rate (600°C):  3-4 times, free expansion 

 

Applications 

Fitherm VT can be used in the following areas: 

⚫ As surface protection for building elements against fire 
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⚫ To fill gaps and cavities in constructions against fire 

⚫ Especially for heat non-insulated fire glazing systems (E or EW class). 

 

Storage and Processing 

Fitherm VT should be stored in original packaging under normal room conditions. During handling and 

processing the wearing of protective gloves is recommended. 

 

Availability 

Fitherm VT is normally delivered in form of rolls with a self-adhesive tape on one side. Fitherm VT can be 

cut into different widths in its standard thicknesses: 3, 4 and 5mm. Other thicknesses possible on request. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
Note 

The information in this document is based on our knowledge and experience to date. This information does not release 

the user from carrying out independent tests and trials due to the various influences when processing and applying our 

product. It is not possible to derive a guarantee of certain properties of suitability of the product in a concrete 

application case based on our information. All the descriptions, drawings, photographs, data, conditions, weight etc. 

included may change without previous announcement; they do not constitute the contractually agreed property of the 

product. The recipient of our product is responsible to observe any trade mark rights and existing laws and regulations. 
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