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Product	description	
Fitherm PS is a non-combustible sheet based on silicate, which expands to a hard shield in case of fire. During 

expansion high pressure will build up. At the same time a pressure resistant heat-isolating foam will form. This 

special characteristic has the advantage that it forms a barrier against fire and smoke. The heat absorption, the 

isolation of the surface below and the pressure strength of the silicate make this product suitable to reach the 

highest levels of fire-protection for many applications.   

Fitherm PS strips in all applications should be protected against humidity and CO2, either under lipping, or by 

encapsulating, or wrapped in soft-PVC or aluminum foil, optionally with an adhesive strip on one side. 

Technical data
Density:     1.25 g/cm3 to 1.35 g/cm3 

Expansion temperature:   starting from 100°C  

Expansion factor:   up to 8-fold its original thickness  

Expansion pressure:  0.9 N/mm2  to 1.6 N/mm2 

Color:    white 
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Typical Applications	

• Fitherm PS panels are especially developed for the manufacturing of fire doors and for the use in interior fire 

walls. 
• Fitherm PS can be used laminar with other materials to produce sandwiched fireproof constructions.  

 

Storage and Processing
Fitherm PS is sensible to water and humidity so has to remain dry at all times. Fitherm PS is also sensible to 

temperatures above 35°C. The panels should be stored lying horizontally. During handling and processing the 

wearing of protective gloves and goggles is recommended. 

Availability	
Fitherm PS fire protection sheets are available in the following standard dimensions, other measures on request:  

• Thickness: 2 mm 
• Length/Width: 2.160 x 1.110 mm to 2.440 x 1.100 mm 
• Fitherm PS strips can be delivered in various sizes up to a length of 2.400 mm, or in soft PVC or aluminum foil in 

different colors.  

Also Available 	

 

Note 
The information in this document is based on our knowledge and experience to date. This information does not 
release the user from carrying out independent tests and trials due to the various influences when processing and 
applying our product. It is not possible to derive a guarantee of certain properties of suitability of the product in a 
concrete application case based on our information. All the descriptions, drawings, photographs, data, conditions, 
weight etc. included may change without previous announcement; they do not constitute the contractually agreed 
property of the product. The recipient of our product is responsible to observe any trademark rights and existing 
laws and regulations.
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