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FITHERM
™ 

VT Glazing Tape Datasheet

Product description
Fitherm Glazing VT is a paper-like product based on non-combustible ceramic fiber and vermiculite particles bonded by 

a small amount of organic binder. Fitherm VT can be used for sound, heat insulation in various areas such as car 

industry, ship building and civil building construction. As a glazing tape for fire-rated glazing Fitherm Glazing VT 

provides excellent heat insulation and mechanical protection for fire glass in thermally non-insulated glazing systems. 

When exposed to heat, the product expands and forms a thermally insulating mat of low density. While expanding 

Fitherm Glazing VT generates pressure perpendicular to the glass pane, so the glass will be clamped, to prevent the 

heat softened glass sink and ensure the integrity of fire systems. Fitherm VT glazing tape can be laminated with a self-

adhesive tape on one side for fixing. 

Technical data
Density:  approx. 3100 g/m

3 
at 5mm 

Expansion temperature:  starting from approx. 350℃ 

Expansion factor(30min, 600℃): 3-5-fold of its original thickness 

Direction of expansion:  mainly in the direction of thickness 

Forming inflatable body: soft and thermally insulating mass 

Thermal conductivity:  0.047-0.081W/(m·K) 

Colour: pale yellow with brown particles 

Applications
• For wrapping round building elements,piping,ducting etc. 

• For filling opening and cavities 
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• As a barrier to prevent the penetration of fire

• As insulation tape in non-insulated fire glazing systems ＞ 60 minutes

Storage and Processing
• Fitherm VT glazing tape should be stored under room conditions. During handling and processing the wearing of 

protective gloves is recommended.

Availability
Fitherm VT glazing tape is available as flexible rolls in the following standard dimensions: 

Thickness: 3mm, 4mm, 5mm, 6mm, 8mm and 10mm;  

Width: 10mm, 15mm and 20mm;  

Length: 10 meter with or without self-adhesive backing. Other measures on request. 

Note 
The information in this document is based on our knowledge and experience to date. This information does not release 
the user from carrying out independent tests and trials due to the various influences when processing and applying our 
product. It is not possible to derive a guarantee of certain properties of suitability of the product in a concrete 
application case based on our information. All the descriptions, drawings, photographs, data, conditions, weight etc. 
included may change without previous announcement; they do not constitute the contractually agreed property of the 
product. The recipient of our product is responsible to observe any trade mark rights and existing laws and regulations.
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